
• Continuous warning
• Pliable in cold climates
• Unleaded pigment and ink
• APWA Color Code

Features and Benefits 

CAT. NO. UPC DESCRIPTION COLOR STD QTY MSTR QTY

UT4D 16704 3'' x 1000' Orange Underground Tape (Caution Buried Cable TV Line Below) 1 12

UT7D 16340 3'' x 1000' Yellow Underground Tape (Caution Buried Electric Line Below) 1 6

UT8D 16342 3'' x 1000' Red Underground Tape (Caution Buried Electric Line Below) 1 6

UT11D 16711 3'' x 1000' Yellow Underground Warning Tape (Caution Buried High Voltage Line Below) 1 12

UT12D 16712 3'' x 1000' Red Underground Warning Tape (Caution Buried High Voltage Line Below) 1 6

UT17D 16717 3'' x 1000' Orange Underground Tape (Caution Buried Telephone Line Below) 1 6

UT19D 16719 3'' x 1000' Yellow Underground Tape (Caution Buried Utilities Underground) 1 12

UT20D 16720 3'' x 1000' Yellow Underground Tape (Caution Buried Utility Line Below) 1 12

UT43D 16743 3'' x 1000' Orange Underground Tape (Caution Buried Cable Line Below) 1 12

UT44D 16744 3'' x 1000' Orange Underground Tape (Caution Buried Fiber Optic Line Below) 1 6

CAT. NO. UPC DESCRIPTION COLOR STD QTY MSTR QTY

UT25D 16725 6'' X 1000' Orange Underground Tape (Caution Buried Cable TV Line Below) 1 2

UT28D 16344 6'' X 1000' Yellow Underground Tape (Caution Buried Electric Line Below) 1 2

UT29D 16346 6'' X 1000' Red Underground Tape (Caution Buried Electric Line Below) 1 2

UT32D 16732 6'' X 1000' Yellow Underground Tape (Caution High Voltage Line Below) 1 2

UT33D 16733 6'' X 1000' Red Underground Tape (Caution Buried High Voltage Line Below) 1 2

UT38D 16738 6'' X 1000' Orange Underground Tape (Caution Buried Telephone Line Below) 1 2

UT40D 16740 6'' X 1000' Yellow Underground Tape (Caution Buried Utilities Underground) 1 2

UT46D 16746 6'' X 1000' Orange Underground Tape (Caution Buried Cable Line Below) 1 2

UT47D 16747 6'' X 1000' Orange Underground Tape (Caution Buried Fiber Optic Line Below) 1 2

UNDERGROUND TAPE UNDERGROUND TAPE 
Underground Tape is used to easily identify buried utility lines, pipes, cables and conduits. It is a 4 mil, non-
adhesive, polyethlene tape with a printed continuous warning that is resistant to alkalies, acids, and other soil 
components. For proper installation, underground tape should be installed 9’’-18’’ below ground level and 12’’ 
directly above buried pipes, utility lines, cables and conduits before final backfilling. Meets APWA color code.
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Learn more
APWA Uniform Color Code

Electric Power Lines, Cables,
Conduit and Lighting Cables
Communication, Alarm/Signal
Lines, Cables or Conduits
Gas, Oil, Steam, Petroleum, or 
Gaseous Materials

3’’ x 1000’’ Ft.  |  9’’ up to 12’’ Below Ground Level | 12’’ Directly Above Buried Utility - 4 mil

6’’ x 1000’’ Ft.  |  12’’ up to 18’’ Below Ground Level | 12’’ Directly Above Buried Utility - 4 mil


