
Dimensional Data

PN# Size “A” Diameter “B” Diameter

R351 1/2” x 3/8” 17/32” 13/16”

R352 3/4” x 1/2” 9/16” 1”

R353 1” x 1/2” 5/8” 1-9/32”

R354 1” x 3/4” 5/8” 1-9/32”

R355 1-1/4” x 1/2” 11/16” 1-5/8”

R356 1-1/4” x 3/4” 11/16” 1-5/8”

R357 1-1/4” x 1” 11/16” 1-5/8”

R358 1-1/2” x 1/2” 23/32” 1-27/32”

R359 1-1/2” x 3/4” 23/32” 1-27/32”

R360 1-1/2” x 1” 23/32” 1-27/32”

R361 1-1/2” x 1-1/4” 23/32” 1-27/32”

R362 2” x 1/2” 27/32” 2-5/16”

R363 2” x 3/4” 27/32” 2-5/16”

R364 2” x 1” 27/32” 2-5/16”

R365 2” x 1-1/4” 27/32” 2-5/16”

R366 2” x 1-1/2” 27/32” 2-5/16” 
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PRODUCT SPECIFICATIONS

Reducing Bushings

Reducing bushings are used with Rigid/IMC conduit to reduce 
the size of a threaded opening to accept a smaller conduit size.

Features:

•	 Zinc plated steel
•	 High strength  malleable iron
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