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Metallic Outlet Boxes

COMPANY

L H DOTTIE CO
6131 GARFIELD AVE
COMMERCE, CA 90040-3610 United States

E195763

Conduit bodies for electrical metallic tubing, rigid or intermediate conduit, Model(s): C100SSCG, C125SSCG, C150SSCG, C200SSCG, C50SSCG, C75SSCG, LB100SSCG, LB125SSCGT, LB150SSCGT,
LB200SSCG, LB50SSCG, LB75SSCG, LL100SSCG, LL125SSCG, LL150SSCG, LL200SSCG, LL50SSCG, LL75SSCG, LR100SSCG, LR125SSCG, LR150SSCG, LR200SSCG, LR50SSCG, LR75SSCG, T100SSCG, T1255SCG,
T150SSCG, T200SSCG, T50SSCG, T75SSCG

Conduit bodies for Rigid Metal Conduit, Model(s): LB250, LB250CG, LB300, LB300CG, LB350, LB350CG, LB400, LB400CG, LC250, LC250CG, LC300, LC300CG, LC350, LC350CG, LC400, LC400CG, LL250,
LL250CG, LL300, LL300CG, LL350, LL350CG, LL400, LL400CG, LR250, LR250CG, LR300, LR300CG, LR350, LR350CG, LR400, LR400CG, LT250, LT250CG, LT300, LT300CG, LT350, LT350CG, LT400, LT400CG

Conduit bodies for Rigid Metal Conduit, for wet locations, Model(s): LB100, LB100CG, LB125, LB125CG, LB150, LB150CG, LB200, LB200CG, LB50, LB50CG, LB75, LB75CG, LC100, LC100CG, LC125,
LC125CG, LC150, LC150CG, LC200, LC200CG, LC50, LC50CG, LC75, LC75CG, LL100, LL100CG, LL125, LL125CG, LL150, LL150CG, LL200, LL200CG, LL50, LL50CG, LL75, LL75CG, LR100, LR100CG, LR125, LR125CG,
LR150, LR150CG, LR200, LR200CG, LR50, LR50CG, LR75, LR75CG, LT100, LT100CG, LT125, LT125CG, LT150, LT150CG, LT200, LT200CG, LT50, LT50CG, LT75, LT75CG

Conduit bodies for rigid or intermediate conduit, Model(s): C-100, C100CG, C-125, C125CG, C-150, C150CG, C-200, C200CG, C-250, C-300, C-50, C50CG, C-75, C75CG, LB350CG, LB400CG, LH-LB350, LH-
LB400, LH-LC350, LH-LC400, LH-LL250, LH-LL300, LH-LL350, LH-LL400, LH-LR250, LH-LR300, LH-LR350, LH-LR400, LH-LT250, LH-LT300, LH-LT400, LR100CG, LR125CG, LR150CG, LR200CG, LR50CG, LR75CG,
T-100, T-125, T-150, T-200, T-50, T-75

Conduit bodies for rigid or intermediate conduit, for wet locations, Model(s): T350CG, T400CG

Conduit Body Covers, Model(s): BC 100, BC 125, BC 150, BC 200, BC 250, BC 300, BC 350, BC 400, BC 50, BC 75

Conduit body for rigid or intermediate conduit for Wet Locations, Model(s): C250CG, C300CG, C350CG, C400CG, LB100CG, LB125CG, LB150CG, LB200CG, LB250CG, LB300CG, LB50CG, LB75CG, LL100CG,
LL125CG, LL150CG, LL200CG, LL250CG, LL300CG, LL350CG, LL400CG, LL50CG, LL75CG, LR250CG, LR300CG, LR350CG, LR400CG, T100CG, T125CG, T150CG, T200CG, T250CG, T300CG, T50CG, T75CG

Cover for outlet boxes, Model(s): BLC1, BLC2, DUP1, DUPV1, GFHI, GFV1, SR1, SR2, TSC1
Covers for conduit bodies, Model(s): BC100, BC125/150, BC200, BC250/300, BC350/400, BC50, BC75
Outlet boxes, Model(s): W05, W2503, W2504, W2505, W2753, W2754, W2755, W503, W504, W505, W753, W754, W755, WD753
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